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Background

This document describes how to prepare the Telemetry for flight.

There are 5 steps required for preparing the Telemetry for flight:
1. Setting up TinyTrak.

2. Setting up GPS.

3. Setting up Patch Antenna

4. Setting up ground station.

5. Launch preparations.

Note that this document is a checklist. Check off the boxes for each step that

has been completed. You must have a HAM radio license for using MinyATV
transceiver.
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Required parts:
6 Main Computer.

5 GPS module
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6 Tiny Trak

WWW. LTanzistor.sk,

o MinyATV Transceiver

s Patch antenna
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6 Balun

o NULL modem and PC with serial port (only if you will be reconfiguring TinyTrak).
(USB to RS232 adapters will work if the PC has no RS232 port of its own).

WWW. tmnzi.stor..s‘@

s PC with AGW Packet Engine Software and sound card
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PC with SS2S Telemetry Software it must be same PC as for AGW Packet Engine

www.tranzistor.sk - 5525 telemetry software
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Ready

Port1 with SoundCard On COM2: 433.705Mhz 1200baud

6 Audio cable connecting PC sound card with ground Transceiver
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& Ground Transceiver

(I was used YAESU FT897, but it can be used someone else with 439,270 MHz freq.
range)

5 Ground antenna system

70cm band antenna
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1: Setting up the TinyTrak
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